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WINDOWS AND DOORS WITH
FIREPROOF GLASS



INTRODUCTION

Fire-resistant glass, or fire-proof glass, is

specially made and tested glass used to

prevent the spread of fire, hot gases, and

smoke. This helps ensure that people can

safely evacuate the building in the event of

a fire and that firefighters can access the

scene of the fire.

Arbo Windows windows have been tested

and comply with EW60 and EI30 fire

resistance classes. Such products must

comply with special storage and care

conditions.  



Fire-resistant glass does not

tolerate UV radiation from the sun,

as well as bright spotlights.

Therefore, it should be

remembered that the fireproof

glass must always be in the

opposite direction to powerful light

and heat sources. 

The fireproof glass always faces the

inside of the room. On the outside

of the glass package, there will be

laminated glass with 2PVB, which

blocks UV rays and protects the

inner fireproof glass from heating.

WHAT IS FIREPROOF
GLASS

EW class fire-resistant glazing

units- provide protection against

fire and smoke, while reducing the

transfer of dangerous heat

radiation.

EI class fireproof glazing units -

provide the highest level of

protection against fire, smoke, and

heat radiation for a certain period

of time from 30-180 minutes.



Structures or glazing units with

fire-resistant glass must not be

kept under direct sunlight. They

must not be heated to more than

+50 C. Otherwise, a gel or powder

reaction to UV rays or heat may

occur in the fireproof glass.

Under the influence of UV rays, the

fireproof glass starts a reaction.

First small bubbles are formed, as

the reaction develops the glass

becomes completely white.

Transportation must be carried out

in a sealed vehicle. During

transport, the glass package must

always be placed vertically.

It should be stored in a dry,

ventilated room away from the

sun's UV radiation.

These conditions must be observed

during the entire period of

transportation, storage, assembly,

and use of the product.

TRANSPORTATION,
STORAGE, USE

THE WARRANTY DOES NOT
COVER THE REPLACEMENT OF A
GLAZING UNIT DAMAGED AS A
RESULT OF MISUSE, WRONG
TRANSPORTATION OR STORAGE.



CARE

Standard glass care products can be used for care.

Rinse the glass thoroughly and let it dry.

In order to maintain hermeticity and seal materials in good condition,

abrasive products, acids, fluorine, and alkaline solutions should not be

used for glass cleaning.
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